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Triple facet bevel needle for smooth insertion

Keep bevel up upon insertion

 1.	 Grasp	device	needle	between	thumb	and	middle	finger

 2.	 Verify	needle	and	release	tab	are	in	upright	position

 3.	 Slowly	approach	skin	at	low	angle

 4.	 Insert	needle	into	skin	and	vein,	observe	for	flashback

 5.	 	Lower	angle	of	insertion,	parallel	to	the	skin,	to	avoid	puncturing	 
posterior vein wall

 6.	 	Advance	catheter	and	needle	slightly	to	achieve	full	entry	into	vein

 7. 	 	Holding	flash	chamber	stationary,	place	finger	on	primary	push	off	 
tab and thread catheter

 8.	 	Keeping	the	device	stable,	retract	needle	housing	until	it	“clicks”	into	place

 9.	 Needle	is	locked	inside	safety	guard

 10.	 	Remove	the	needle	guard	by	gently	twisting	and	pulling	it	out	of	the	catheter	hub

 11.		 Connect	IV	tubing

 12. 	 Securely	affix	the	catheter	to	the	patient	

 13.  Discard unit into sharps container

PRECAUTIONS:
Do	not	apply	pressure	during	usage	that	causes	the	needle/catheter	to	flex.	

Never	reinsert	the	needle	inside	the	catheter.	Reinsertion	may	compromise	the	integrity	of	the	catheter	and	could	lead	to	embolus.

In the event of an unsuccessful venipuncture, stabilize the catheter hub and actuate the device until it locks in the safety position.  
Discard unit in sharps container.

Aseptic technique, proper skin preparation and continued protection of the site are essential.

Observe	universal	precautions	on	all	patients	during	catheter	insertion,	 
maintenance and removal. 

CuraSlide™ BC Safety I.V. Catheter ClearSafe Comfort® BC
Safety I.V. Catheter Tips & Tricks

Precautions:

Keep bevel up upon insertion

1. Grasp device needle between thumb and middle finger
2.   Verify needle and release tab are in upright position
3. Slowly approach skin at low angle
4. Insert needle into skin and vein, observe for flashback
5.   Lower angle of insertion, parallel to the skin, to avoid puncturing posterior vein wall
6. Advance catheter and needle slightly to achieve full entry into vein
7.
8.   Keeping the device stable, retract needle housing until it “clicks” into place
9. Needle is locked inside safety guard
10. 
11. Connect IV tubing
12.
13. Discard unit into sharps container

Do not apply pressure during usage that causes the needle/catheter to flex. 

Never reinsert the needle inside the catheter. Reinsertion may compromise the integrity of the catheter and could lead to embolus.

In the event of an unsuccessful venipuncture, stabilize the catheter hub and actuate the device until it locks in the safety position. 
Discard unit in sharps container.

Aseptic technique, proper skin preparation and continued protection of the site are essential.

Observe universal precautions on all patients during catheter insertion, maintenance and removal. 
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Securely a�x the catheter to the patient

Holding flash chamber stationary, place finger on primary push o� tab and thread catheter

Remove the needle guard by gently twisting and pulling it out of the catheter hub 
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Safety I.V. Catheter Tips & Tricks
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11. Connect IV tubing
12.
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Do not apply pressure during usage that causes the needle/catheter to flex. 

Never reinsert the needle inside the catheter. Reinsertion may compromise the integrity of the catheter and could lead to embolus.

In the event of an unsuccessful venipuncture, stabilize the catheter hub and actuate the device until it locks in the safety position. 
Discard unit in sharps container.

Aseptic technique, proper skin preparation and continued protection of the site are essential.

Observe universal precautions on all patients during catheter insertion, maintenance and removal. 
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